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UNSUITABLE REMOVAL |
LIMITS ELEV. 775.66

2/_0//

SECTION SHOWING BRACED EXCAVATION LIMITS

AT CULVERT STATION 532+ 57.76

(DIMENSIONS SHOWN PERPENDICULAR TO BOX)
BRACED EXCAVATION = 376 CU YD

GENERAL NOTES

THIS WORK SHALL BE COMPLETED ACCORDING TO
APPLICABLE PORTION OF ARTICLE 502 OF THE
STANDARD SPECIFICATIONS

BRACE EXCAVATION QUANTITY OF 376 CU YD
WAS ESTIMATED BASE ON AVAILABLE BORING
LOGS. FIELD THE CONTRACTOR SHALL VERIFY
LIMITS OF UNSUITABLE REMOVAL.

QUARY RUN GRANUALAR EMBANKMENT SHALL
BE USED TO REPLACE THE UNSUITABLE MATERIAL
REMOVED.

ALL WORK AND MATERIAL INCORPORATED INTO
THE DESIGN OF THE SYSTEM, INSTALLATION AND
REMOVAL OF THE SYSTEM. WILL BE PAID FOR
PER CU YD FOR BRACED EXCAVATION.

QUARRY RUN GRANULAR EMBANKMENT WILL
BE PAID FOR SEPARATELY.
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